JK-2 Tabletop Pallet Strapping Machine 

The StraPack JK-2 is a semi-automatic strapping matching designed for a wide range of packaging applications. It is ideally suited for 5mm to 15mm polypropylene straps. It is a highly durable strapping machine that delivers silent operation. Its large tabletop offers ample workspace for carrying out the operation with ease.
Automatic Operation
The JK-2 Tabletop Pallet Strapping Machine works by recording the required strap length and feeding precise length automatically for each package. The machine also features soft tensioning capability. Strap fragile loads without causing any damages. It is also easy to change the strap width, without using any extra parts. 
The JK-2’s sealing unit slide table design has been developed based on the most successful and proven Strapack machines. The unique design ensures minimal wear and maintenance. The new improved design also reduces the amount of time required to change the cutter.
Technical Specs
· Strapping size: 1/4 inch, 3/8 inch, 1/2 inch and 5/8 inch
· Strapping type: Polypropylene
· Seal type: Heat seal
· Tensioning force: up to 77 pounds (343 N)
· Weight: 167 pounds
The semi-automatic polypropylene strapping machine has been designed and developed based on the feedbacks received by Strapack for its series of successful machines. 
Main Features of the JK-2
· Automatic feed length along with feed length memory
· Unique soft tension, which is perfect for fragile packages
· Table height can be adjusted with ease
· Ease of converting strap width
Cost Efficient Strapping Machine
The JK-2 Tabletop Pallet Strapping Machine is designed for a wide range of industrial packaging applications in an efficient and economical way. This is a semi-automatic tool in only that the strapping has to be loaded by the operator. It will take care of most other aspects. 
Ease of Maintenance

One of the main benefits of the JK-2 is that it has few number of moving parts compared to other machines in its class. This not only helps in reducing maintenance, it also saves on costs. Besides, it has the latest low-maintenance mode in which the strapping cycle will go through one operation at a time. This mode makes it easier to identify issues and make changes accordingly. 
The new reel brake arm on the machine makes use of heavy duty spring for controlling strap coil. It helps in increasing reliability compared to other machines. Its improved design doesn’t have parts which are more likely to wear, pads and break belts. 
